
NYC Department of Education

Building Condition Assessment Survey 2008-2009

K008Architectural Inspection

Inspection Type Last EditedTime InInspectionId

P.S. 8 - BROOKLYN, 37 HICKS STREET, BROOKLYN, NY, 11201School:

 1293123 2009-05-04  10:40AM 2009-07-13  04:25PMARCHITECTURAL - SENIOR
 1275101 2009-05-04  10:42AM 2009-05-12  03:48PMARCHITECTURAL - JUNIOR

Asset Data
Question Answer
Was the Building Fully Accessible for Inspection? Yes
Principal(s) Information

Principal Name Seth Phillips
Principal Organization PS 8
Meeting with Principal? Yes
Principal Feedback The Principal' s concerns and comments are as follows: 

1. The balance of the wood windows from the Basement to the 
2nd Floor must be replaced. 
2. The Auditorium requires acoustical sound reduction materials 
at the walls and ceilings.
3. Heating balancing is needed throughout the building.

Custodian Anthony Snyder - Building Manager
Fireman Was not present
Comments on the Area (Square Feet) 46000
Comments on the Stories (Floors) plus Basements 3+B
Comments on the Year Built 1907
Comments on the Student Population 530
Comments on the Staff Population 70
Comments on the Number of Classrooms 28
Facade Photo

Entrance facade facing Hicks Street
Main Entrance Photo

Main entrance facing Hicks Street
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Roof Photo

Roof 1 facing southwest
Have any Systems/Major Building Components been upgraded? Systems: Face brick replacement, Stone work repair, Repointing

Years: 2006

Systems: Partial wall repair, Exterior Doors, Roofing
Years: 2000

Systems: Boiler Room steel beam repair
Years: 1998

Have there been any New Building Additions? No New Construction
Tandem No Tandem

Leased Space? No

Priority Condition
Condition Description Person(s) NotifiedLocation DescriptionComponent Affected PhotoImage

SidewalkHeaving sidewalk flag at a 
tree pit is causing a 
tripping hazard

The location of the 
tripping hazard is 
adjacent to tree pit facing 
Poplar Street.

Anthony Snyder - 
Building Manager

SidewalkThe cracked and sinking 
sidewalk flags are creating 
a  potential tripping hazard 
near the curb.

The location of the 
tripping hazard is 
approximately 20 ft. east 
of the main building 
entrance stair.

Anthony Snyder - 
Building Manager

Structural Engineer Required
Condition Description Location DescriptionComponent Affected PhotoImage
No condition recorded

Accessibility

Status
Building is not Functionally Programmatic Accessible

Physical Breakdown Structure Exists Complies Required Deficiency

FUNCTIONAL ACCESSIBILITY
Exterior Routes

NoExterior Entrances & Exits
DOOR WIDTH < 36"

NoNoExterior H/C Lifts
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