NYC Department of Education
Building Condition Assessment Survey 2008-2009

Architectural Inspection

School: P.S. 20 - BROOKLYN, 225 ADELPHI STREET, BROOKLYN, NY, 11205

K020

Inspectionld  Inspection Type

Time In

Last Edited

1270064 ARCHITECTURAL - SENIOR
1292052 ARCHITECTURAL - JUNIOR

2009-02-12 08:30AM
2009-02-12 08:33AM

2009-03-10 04:32PM
2009-07-10 09:50AM

Asset Data
Question Answer
Was the Building Fully Accessible for Inspection? No

Comments on Inaccessible Inspection

Principal(s) Information
Principal Name
Principal Organization
Meeting with Principal?
Principal Feedback

Principal Name
Principal Organization
Meeting with Principal?
Principal Feedback

Custodian

Fireman

Comments on the Area (Square Feet)

Comments on the Stories (Floors) plus Basements

Comments on the Year Built

Comments on the Student Population

Comments on the Staff Population

Comments on the Number of Classrooms

Facade Photo

Most of the building's facades are covered with construction
scaffolding and netting. A complete window replacement project
is underway; only approximately 10% of the exterior walls were
accessible for evaluation. Some other building components were
inaccessible due to the scaffolding as well, for example,

Areaways.

Sean Keaton
P.S. 20 - Brooklyn
Yes

1. The Principal is unhappy with the new windows being
installed. He did not want hopper style window openings.

Alicia Pell

P.S. 492

No

No Feedback from Principal
Mike Florimonte
Was not present
89000

3+B

1951

632

120

Adelphi Street facade
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NYC Department of Education
Building Condition Assessment Survey 2008-2009

Architectural Inspection K020
Main Entrance Photo 3

Main entrance

Roof Photo
Roof 3
Have any Systems/Major Building Components been upgraded? Systems: Roof, parapets, exterior walls
Years: 1997
Systems: Exterior doors
Years: 2007
Have there been any New Building Additions? No New Construction
Tandem No Tandem
Leased Space? No
Priority Condition
No condition recorded
Structural Engineer Required
Condition Description Component Affected Location Description Photolmage
No condition recorded
Accessibility
Status
Building is not Functionally Programmatic Accessible
Physical Breakdown Structure Exists Complies Required Deficiency
FUNCTIONAL ACCESSIBILITY
Exterior Routes
Exterior Entrances & Exits No
DISTANCE BETWEEN OPEN DOORS < 4
SADDLE HEIGHT > 1/2"
Exterior H/C Lifts No No
Exterior Ramps and Railings No Yes
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NYC Department of Education
Building Condition Assessment Survey 2008-2009

Architectural Inspection K020
Physical Breakdown Structure Exists Complies Required Deficiency
Interior Routes
Interior Corridor Doors And Hardware Yes Yes
Interior Corridors & Lobbies No
CHANGE IN ELEVATION

Interior Elevators No

Interior H/C Lifts No Yes

Interior Lobby Doors And Hardware Yes

Interior Ramps No

Room & Spaces

Art Rooms
Rooms 120, 310 Yes No
NOT ON ACCESSIBLE ROUTE
Auditorium
First floor, lower level Yes No
NOT ON ACCESSIBLE ROUTE
Cafeteria
First floor, lower level Yes No
NOT ON ACCESSIBLE ROUTE
Class Rooms
None on accessible route Yes No

NOT ON ACCESSIBLE ROUTE

Computer Rooms

Room 310 Yes No
NOT ON ACCESSIBLE ROUTE
Gymnasium
First floor, lower level Yes No
NOT ON ACCESSIBLE ROUTE
Library
Room 108 Yes No
NOT ON ACCESSIBLE ROUTE
Multi-purpose Room No
Science Lab No

Toilet Rooms (boys)

None on accessible route Yes No
NOT ON ACCESSIBLE ROUTE

Toilet Rooms (girls)

None on accessible route Yes No
NOT ON ACCESSIBLE ROUTE

Toilet Rooms (staff)

None on accessible route Yes No
NOT ON ACCESSIBLE ROUTE
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NYC Department of Education
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Architectural Inspection K020

Building Template
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ADELPHI STREET
Inspection
Question Response
ARCHITECTURAL
ATHLETIC FIELDS Does not exist
EXTERIOR Inspected
Areaway Inspected
Areaway Drain Inaccessible
Areaway Gratings Inaccessible
Areaway Slab Inaccessible
Areaway Stair Railings Inspected
Condition 2- Between Good and Fair
Deficiency DETERIORATED
Deficiency Location/Instance c cUERMONT AVE &l
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E
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AR it
ADELPHI STREET
Deficiency Quantity 30
Quantity Uom L.F.
Potential Action REPLACE
Urgency of Action PRIORITY 3
Purpose of Action LEVEL 2
Deficiency Photo 1
Slightly rusted railing at Elevation F
Violations No violations recorded
Areaway Stairs Inaccessible
Areaway Walls Inspected
Condition 3- Fair
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