NYC Department of Education
Building Condition Assessment Survey 2008-2009

Architectural Inspection

K124

School: P.S. 124 - BROOKLYN, 515 4TH AVENUE, BROOKLYN, NY, 11215

Inspectionld  Inspection Type

Time In Last Edited

1288049 ARCHITECTURAL - SENIOR
1280053 ARCHITECTURAL - JUNIOR

2009-01-29 12:22PM  2009-02-03 04:31PM
2009-01-29 12:22PM  2009-02-04 10:43AM

Asset Data
Question Answer
Was the Building Fully Accessible for Inspection? Yes

Principal(s) Information
Principal Name
Principal Organization
Meeting with Principal?
Principal Feedback

Custodian

Fireman

Comments on the Area (Square Feet)

Comments on the Stories (Floors) plus Basements
Comments on the Year Built

Comments on the Student Population

Comments on the Staff Population

Comments on the Number of Classrooms

Facade Photo

Main Entrance Photo

Annabell Martinez

P.S. 124 -Brooklyn

Yes

The Principal's comments are: 1.Classrooms in the 1st floor have
leaks and water damages on the walls and ceilings . . 2.Flooring
surfaces in the 1st floor Hallway and the Basement Cafeteria are
in poor condition and can be a safety hazard. 3.Replaced all Class
Room black boards to all white boards because some students and
teachers have respiratory issues.

Anthony Gallo

Joseph Basile

33000

3+B

1900

375

40

Elevation A, Main Entrance at 4th Avenue
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NYC Department of Education
Building Condition Assessment Survey 2008-2009

Architectural Inspection K124
Roof Photo
Roof 1 looking North
Have any Systems/Major Building Components been upgraded? Systems: Roof Repair, Parapets and Coping
Years: 2008
Systems: Window Replacements and Library upgrade
Years: 1999
Systems: Exterior Door Repair
Years: 2003
Have there been any New Building Additions? No New Construction
Tandem No Tandem
Leased Space? No
Priority Condition
No condition recorded
Structural Engineer Required
Condition Description Component Affected Location Description Photolmage
No condition recorded
Accessibility
Status
Building is not Functionally Programmatic Accessible
Physical Breakdown Structure Exists Complies Required Deficiency

FUNCTIONAL ACCESSIBILITY

Exterior Routes

Exterior Entrances & Exits No

DOOR WIDTH < 36"
Exterior H/C Lifts No Yes
Exterior Ramps and Railings No No

Interior Routes

Interior Corridor Doors And Hardware Yes Yes
Interior Corridors & Lobbies No
CHANGE IN ELEVATION
Interior Elevators No
Interior H/C Lifts No No
Interior Lobby Doors And Hardware Yes
Interior Ramps No

Room & Spaces

Art Rooms

3rd Floor Room 308 Yes No
NOT ON ACCESSIBLE ROUTE

Auditorium No
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NYC Department of Education
Building Condition Assessment Survey 2008-2009

Architectural Inspection K124
Physical Breakdown Structure Exists Complies Required Deficiency
Cafeteria
Basement Yes No

NOT ON ACCESSIBLE ROUTE

Class Rooms

None on accessible route Yes No
NOT ON ACCESSIBLE ROUTE
Computer Rooms No
Gymnasium No
Library
3rd Floor Room 305 Yes No

NOT ON ACCESSIBLE ROUTE

Multi-purpose Room

Basement Yes No
NOT ON ACCESSIBLE ROUTE

Science Lab No

Toilet Rooms (boys)

None on accessible route Yes No
NOT ON ACCESSIBLE ROUTE

Toilet Rooms (girls)

None on accessible route Yes No
NOT ON ACCESSIBLE ROUTE

Toilet Rooms (staff)

None on accessible route Yes No
NOT ON ACCESSIBLE ROUTE

Building Template
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Inspection
Question Response
ARCHITECTURAL
ATHLETIC FIELDS Does not exist
EXTERIOR Inspected
Areaway Inspected
Areaway Drain Inspected
Condition 2- Between Good and Fair
Deficiency No deficiencies recorded
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Architectural Inspection K124
Question Response
EXTERIOR
Areaway
Areaway Gratings Inspected
Condition 2- Between Good and Fair

Deficiency

No deficiencies recorded

Areaway Slab

Inspected

Condition

2- Between Good and Fair

Deficiency

No deficiencies recorded

Areaway Stair Railings

Does not exist

Areaway Stairs

Does not exist

Areaway Walls

Inspected

Condition

2- Between Good and Fair

Deficiency
Deficiency Location/Instance

Deficiency Quantity
Quantity Uom
Potential Action
Urgency of Action
Purpose of Action
Deficiency Photo 1

Violations

CONCRETE:MINOR CRACKS, SPALLING

25

S.F.
REPAIR
PRIORITY 3
LEVEL 2

Elevation A Northeast corner

No violations recorded

Awnings And Canopies

Does not exist

Chimney Inspected
Condition 2- Between Good and Fair
Deficiency No deficiencies recorded
Coping Inspected
Condition 1- Good
Deficiency No deficiencies recorded
Cornice Inspected
Condition 2- Between Good and Fair
Deficiency PRE-CAST CONCRETE:OPEN JOINTS

Deficiency Location/Instance

Deficiency Quantity
Quantity Uom
Potential Action
Urgency of Action
Purpose of Action

60

L.F.
RECAULK
PRIORITY 3
LEVEL 2
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