
NYC Department of Education

Building Condition Assessment Survey 2008-2009

K869Architectural Inspection

Inspection Type Last EditedTime InInspectionId

P.S. 361 MINISCHOOL - BROOKLYN, 3109 NEWKIRK AVENUE, BROOKLYN, NY, 11210School:

 1293117 2009-04-24  09:42AM 2009-04-30  03:40PMARCHITECTURAL - SENIOR
 1275095 2009-04-24  10:51PM 2009-07-06  11:06AMARCHITECTURAL - JUNIOR

Asset Data
Question Answer
Was the Building Fully Accessible for Inspection? Yes
Principal(s) Information

Principal Name Diane Martin
Principal Organization P.S. 136 MINI-SCHOOL - K
Meeting with Principal? Yes
Principal Feedback The Principal requires the existing abandoned kitchen to be 

reinstated or the space to be used as a usable space to be 
determined by the needs of the Mini-School.

Custodian Lisa Fioto
Fireman Tarry Harris
Comments on the Area (Square Feet) 10000
Comments on the Stories (Floors) plus Basements 1 (No Basement)
Comments on the Year Built 1989
Comments on the Student Population 201
Comments on the Staff Population 11
Comments on the Number of Classrooms 11
Facade Photo

Facade facing E. 32nd Street
Main Entrance Photo

Main entrance facing E. 32nd Street
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Roof Photo

Roof #1 facing north
No System UpgradedHave any Systems/Major Building Components been upgraded?

Have there been any New Building Additions? No New Construction
Tandem No Tandem

Leased Space? No

Priority Condition
No condition recorded

Structural Engineer Required
Condition Description Location DescriptionComponent Affected PhotoImage
No condition recorded

Accessibility

Status
Fully Programmatic Accessible

Physical Breakdown Structure Exists Complies Required Deficiency

FUNCTIONAL ACCESSIBILITY
Exterior Routes

YesExterior Entrances & Exits

NoNoExterior H/C Lifts

YesYesExterior Ramps and Railings
Interior Routes

YesYesInterior Corridor Doors And Hardware

YesInterior Corridors & Lobbies

NoInterior Elevators

NoNoInterior H/C Lifts

YesInterior Lobby Doors And Hardware

NoInterior Ramps
Room & Spaces

NoArt Rooms

NoAuditorium

NoCafeteria

Class Rooms

Yes YesRooms inspected: K3, K4, K7

NoComputer Rooms

NoGymnasium

NoLibrary

NoMulti-purpose Room

NoScience Lab

Toilet Rooms (boys)
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Physical Breakdown Structure Exists Complies Required Deficiency

Yes YesUnisex accessible toilet room in the 
classrooms K1 and K3

Toilet Rooms (girls)

Yes YesUnisex accessible toilet room in the 
classrooms K1 and K3

Toilet Rooms (staff)

Yes YesMen and Women toilet Rooms near 
building exit

Building Template

Inspection
Question Response

ARCHITECTURAL

ATHLETIC FIELDS Does not exist

EXTERIOR Inspected
Does not existAreaway
Does not existAwnings And Canopies
Does not existChimney
Does not existCoping
Does not existCornice
InspectedDoors
InspectedDoors and Frames

Condition 5- Poor
METAL:DETERIORATED DOOR AND/OR FRAMEDeficiency
The exterior door and frame deteriorated deficiency is located at 
all the exterior entrance and exit doors.

Deficiency Location/Instance

9Deficiency Quantity
Quantity Uom EACH
Potential Action REPLACE DOOR AND FRAME

PRIORITY 4Urgency of Action
LEVEL 2Purpose of Action
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Question Response

EXTERIOR
Doors

Doors and Frames
Deficiency Photo 1

Entrance doors

Violations No violations recorded
Does not existLintels
Does not existTransom/side Light
Does not existExterior Soffits
InspectedExterior Walls
6,000Replacement Quantity

Replacement Uom S.F.

All facadesInstance
Instance Condition 2- Between Good and Fair

6,000Instance Quantity

Instance Quantity Uom SF

Deficiency No deficiencies recorded
Does not existLoading Dock
InspectedLouver

Condition 2- Between Good and Fair

No deficiencies recordedDeficiency
Does not existParapets
InspectedRoofing
InspectedRoofing

Replacement Quantity 9,890
Replacement Uom S.F.

Does not existFlashing
Does not existHatch
Does not existLadder
Does not existLeaders, Gutters, Downspouts
Does not existRoof Barrier
Does not existRoof Cage
Does not existRoof Fence
InspectedRoofing
All RoofsInstance

Instance Condition 5- Poor

9,890Instance Quantity

Instance Quantity Uom SF

METAL:LOCAL LEAKDeficiency
Deficiency Location/Instance

100Deficiency Quantity
Quantity Uom S.F.
Potential Action REPAIR
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