
NYC Department of Education

Building Condition Assessment Survey 2010-2011

K872Architectural Inspection

Inspection Type Last EditedTime InInspectionId

I.S. 364 ANNEX - BROOKLYN, 1461 GENEVA LOOP, BROOKLYN, NY, 11239School:

 2160028 2010-11-24  09:03AM 2011-04-21  05:09PMARCHITECTURAL - SENIOR
 1920044 2010-11-24  07:52AM 2011-01-31  12:11PMARCHITECTURAL - ASSOCIATE

Asset Data
Question Answer
Was the Building Fully Accessible for Inspection? Yes
Principal(s) Information

Principal Name Dale Kelly
Principal Organization I.S. 364 - Annex - Brooklyn
Meeting with Principal? Yes
Principal Feedback The Principal's concerns are as follows:  1) There are Windows 

which are inoperable and have broken Panes.  2) The size of 
Electrical service, and the number of Power and Data Outlets is 
inadequate.  3) Even though the PA System is new as of this year, 
there are still issues with the system.

Custodian Was not present
Fireman Ron Rombom
Building Square Footage  22,000
Comments on the Area (Square Feet) None
Comments on the Stories (Floors) plus Basements 1 (No Basement, Parking Garage Above)
Comments on the Year Built 1975
Comments on the Student Population 205
Comments on the Staff Population 20
Comments on the Number of Classrooms 10
Weather Fair
Facade Photo

Geneva Loop, North Facade
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Main Entrance Photo

Main Entrance, Geneva Loop, North Facade

Roof Photo Not taken

Have any Systems/Major Building Components been upgraded? Systems: Front Exterior Entrance Door Repairs
Years: 2010

Systems: Windows repaired in Rooms 207 and 212 only.
Years: 2009

Have there been any New Building Additions? No New Construction
Tandem No Tandem

Leased Space? Yes
Year Leased 1975
Inspection Type Full Inspection

Priority Condition
Condition Description Person(s) NotifiedLocation DescriptionComponent Affected PhotoImage

Classrooms/Corridors/Admi
n Spaces/Doors

Missing Cross Corridor 
Door

Corridor door adjacent to 
Room 210

Ron Rombom

Structural Engineer Required
Condition Description Location DescriptionComponent Affected PhotoImage
No condition recorded

Accessibility
Accessibility Status Question Response

Is the Primary or secondary entrance on an accessible route? Yes
Is the building a multi-story building? No

Do any of the following spaces exist? Classroom, Art Room, Auditorium, Cafeteria, 
Computer, Gymnasiums, Library, Multipurpose Room, Science Labs

Yes

For the spaces that do exist, are they ALL accessible? Yes
Is there at least one Boys and Girls or Unisex toilet accessible In the building? No

Building Accessibility Status? Not Accessible. Building is not Functionally 
Programmatically Accessible

Physical Breakdown Structure Exists Complies Required Deficiency

FUNCTIONAL ACCESSIBILITY
EXTERIOR ROUTES

YesExterior Entrances & Exits

NoNoExterior H/C Lifts

YesYesExterior Ramps and Railings
INTERIOR ROUTES
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Physical Breakdown Structure Exists Complies Required Deficiency
YesYesInterior Corridor Doors And Hardware

YesInterior Corridors & Lobbies

NoInterior Elevators

NoNoInterior H/C Lifts

YesInterior Lobby Doors And Hardware

NoInterior Ramps
ROOM & SPACES

NoArt Rooms

NoAuditorium

Cafeteria

Yes YesRoom 216

Class Rooms

Yes Yes1st Floor, inspected Room 209

NoComputer Rooms

NoGymnasium

NoLibrary

Main Office

Yes YesRoom 200

NoMulti-purpose Room

Nurse's Office

Yes YesRoom 230

NoScience Lab

Toilet Rooms (boys)

Yes No1st Floor, inspected Room 226

ACCESSORY ARRANGEMENT
CLEAR OPENING < 32"
INSUFFICIENT LATCH CLEARENCE
NO LEVER-TYPE HARDWARE
NOT ON ACCESSIBLE ROUTE
OPENING FORCE > 5 LBS.
SINK ARRANGEMENT
TURNING RADIUS
URINAL ARRANGEMENT
WATER CLOSET ARRANGEMENT

Toilet Rooms (girls)

Yes No1st Floor, inspected Room 227

ACCESSORY ARRANGEMENT
CLEAR OPENING < 32"
INSUFFICIENT LATCH CLEARENCE
NO LEVER-TYPE HARDWARE
NOT ON ACCESSIBLE ROUTE
OPENING FORCE > 5 LBS.
SINK ARRANGEMENT
TURNING RADIUS
WATER CLOSET ARRANGEMENT

Toilet Rooms (staff)

Yes No1st Floor, inspected Room 234

WATER CLOSET ARRANGEMENT
ACCESSORY ARRANGEMENT
CLEAR OPENING < 32"
INSUFFICIENT LATCH CLEARENCE
NO LEVER-TYPE HARDWARE
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Physical Breakdown Structure Exists Complies Required Deficiency
NOT ON ACCESSIBLE ROUTE
OPENING FORCE > 5 LBS.
SINK ARRANGEMENT
TURNING RADIUS
URINAL ARRANGEMENT

Building Template

Inspection
Question Response

ARCHITECTURAL

ATHLETIC FIELDS Does not exist

EXTERIOR Inspected
Does not existAREAWAY
Does not existAWNINGS AND CANOPIES
Does not existCHIMNEY
Does not existCOPING
Does not existCORNICE
InspectedDOORS
InspectedDOOR HARDWARE

Condition 2- Between Good and Fair
No deficiencies recordedDeficiency
InspectedDOORS AND FRAMES

Condition 3- Fair
METAL:DETERIORATED DOOR AND FRAMEDeficiency

Deficiency Location/Instance

3Deficiency Quantity
Quantity Uom EACH
Potential Action REPLACE DOOR AND FRAME

PRIORITY 3Urgency of Action
LEVEL 2Purpose of Action
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Question Response

EXTERIOR
DOORS

DOORS AND FRAMES
Deficiency Photo 1

Facade B

Violations No violations recorded
InspectedLINTELS

Condition 2- Between Good and Fair
No deficiencies recordedDeficiency
InspectedTRANSOM/SIDE LIGHT

Condition 2- Between Good and Fair
No deficiencies recordedDeficiency
InspectedEXTERIOR SOFFITS

Condition 2- Between Good and Fair

No deficiencies recordedDeficiency
InspectedEXTERIOR WALLS
MasonryMaterial Type(s)
4,800Replacement Quantity

Replacement Uom S.F.

Instance on All Facades Inspected
3- FairInstance Condition

Instance Quantity 4,800
Instance Quantity Uom SF

CONCRETE MASONRY UNIT:MINOR CRACKS AND 
SPALLING

Deficiency

Roof Plan Reference

Elevation

Elevation Reference All Facades
120Deficiency Quantity

Quantity Uom S.F.
Potential Action RESTITCH

PRIORITY 4Urgency of Action
LEVEL 2Purpose of Action
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Question Response

EXTERIOR
EXTERIOR WALLS

Deficiency Photo 1

Facade B

Violations No violations recorded

BRICK:DETERIORATED RELIEVING ANGLESDeficiency
Roof Plan Reference

Elevation

Elevation Reference All Facades
50Deficiency Quantity

Quantity Uom L.F.
Potential Action REMOVE AND REPLACE

PRIORITY 4Urgency of Action
LEVEL 2Purpose of Action

Deficiency Photo 1

Facade B, Relieving Angle supporting Ribbed Face Concrete 
Masonry Units.

Violations No violations recorded
Does not existLOADING DOCK
InspectedLOUVER

Condition 2- Between Good and Fair

No deficiencies recordedDeficiency
Does not existPARAPETS
Does not existPLAZA DECK
Does not existROOFING
InspectedSTAIRS/RAMPS: EXTERIOR
InspectedBUILDING CHEEK/FLANK WALLS

Condition 3- Fair
CAST IN PLACE CONCRETE:CRACKS/SPALLING - MINORDeficiency
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