
NYC Department of Education

Building Condition Assessment Survey 2008-2009

K872Architectural Inspection

Inspection Type Last EditedTime InInspectionId

I.S. 364 ANNEX - BROOKLYN, 1461 GENEVA LOOP, BROOKLYN, NY, 11239School:

 1201059 2009-03-24  08:47AM 2009-07-09  09:35AMARCHITECTURAL - SENIOR
 1280096 2009-03-24  08:59AM 2009-04-03  02:59PMARCHITECTURAL - JUNIOR

Asset Data
Question Answer
Was the Building Fully Accessible for Inspection? Yes
Principal(s) Information

Principal Name Dale Kelly
Principal Organization I. S. 364-Brooklyn
Meeting with Principal? No
Principal Feedback No Feedback from Principal

Custodian Christopher Zaremba
Fireman Ronald Rombom
Comments on the Area (Square Feet) 22000
Comments on the Stories (Floors) plus Basements 1+ 2 Floors of Parking( Not part of school), No basement
Comments on the Year Built 1975
Comments on the Student Population 200
Comments on the Staff Population 30
Comments on the Number of Classrooms 10
Facade Photo

Geneva Loop
Main Entrance Photo

Geneva Loop

Roof Photo Not taken
No System UpgradedHave any Systems/Major Building Components been upgraded?

Have there been any New Building Additions? No New Construction
Tandem No Tandem
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Leased Space? Yes

Year Leased 1975, 1st floor only
Inspection Type Partial Inspection

Priority Condition
No condition recorded

Structural Engineer Required
Condition Description Location DescriptionComponent Affected PhotoImage
No condition recorded

Accessibility

Status
Building is not Functionally Programmatic Accessible

Physical Breakdown Structure Exists Complies Required Deficiency

FUNCTIONAL ACCESSIBILITY
Exterior Routes

YesExterior Entrances & Exits

NoNoExterior H/C Lifts

YesYesExterior Ramps and Railings
Interior Routes

YesYesInterior Corridor Doors And Hardware

YesInterior Corridors & Lobbies

NoInterior Elevators

NoNoInterior H/C Lifts

YesInterior Lobby Doors And Hardware

NoInterior Ramps
Room & Spaces

NoArt Rooms

NoAuditorium

Cafeteria

Yes Yes1st floor, cafeteria/multipurpose room

Class Rooms

Yes Yes1st floor

NoComputer Rooms

NoGymnasium

NoLibrary

NoMulti-purpose Room

Science Lab

Yes YesDemo room 208

Toilet Rooms (boys)

Yes NoRoom 226

ACCESSORY ARRANGEMENT
INSUFFICIENT LATCH CLEARENCE
NO LEVER-TYPE HARDWARE
SINK ARRANGEMENT
URINAL ARRANGEMENT
WATER CLOSET ARRANGEMENT

Toilet Rooms (girls)

Yes NoRoom 227

ACCESSORY ARRANGEMENT
INSUFFICIENT LATCH CLEARENCE
NO LEVER-TYPE HARDWARE
OPENING FORCE > 5 LBS.
SINK ARRANGEMENT
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Physical Breakdown Structure Exists Complies Required Deficiency
WATER CLOSET ARRANGEMENT

Toilet Rooms (staff)

Yes NoRooms 234, 246

ACCESSORY ARRANGEMENT
INSUFFICIENT LATCH CLEARENCE
NO LEVER-TYPE HARDWARE
OPENING FORCE > 5 LBS.
SINK ARRANGEMENT
TURNING RADIUS
URINAL ARRANGEMENT
WATER CLOSET ARRANGEMENT

Building Template

Inspection
Question Response

ARCHITECTURAL

ATHLETIC FIELDS Does not exist

EXTERIOR Inspected
Does not existAreaway
Does not existAwnings And Canopies
Does not existChimney
Does not existCoping
Does not existCornice
InspectedDoors
InspectedDoors and Frames

Condition 4- Between Fair and Poor
METAL:DETERIORATED DOOR AND/OR FRAMEDeficiency
Exit 3Deficiency Location/Instance
1Deficiency Quantity

Quantity Uom EACH
Potential Action REPLACE DOOR AND FRAME

PRIORITY 4Urgency of Action
LEVEL 2Purpose of Action
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Question Response

EXTERIOR
Doors

Doors and Frames
Deficiency Photo 1

Exit 3

Violations No violations recorded
InspectedLintels

Condition 2- Between Good and Fair
No deficiencies recordedDeficiency
Does not existTransom/side Light
InspectedExterior Soffits

Condition 2- Between Good and Fair

No deficiencies recordedDeficiency
InspectedExterior Walls
4,800Replacement Quantity

Replacement Uom S.F.

AllInstance
Instance Condition 2- Between Good and Fair

4,800Instance Quantity

Instance Quantity Uom SF

Deficiency No deficiencies recorded
Does not existLoading Dock
InspectedLouver

Condition 2- Between Good and Fair

No deficiencies recordedDeficiency
Does not existParapets
Does not existRoofing
InspectedStairs/ramps: Exterior
InspectedBuilding Cheek/flank Walls

Condition 2- Between Good and Fair
CONCRETE:CRACKS, SPALLED, DETERIORATED REBARDeficiency
RampDeficiency Location/Instance
10Deficiency Quantity

Quantity Uom S.F.
Potential Action REPAIR

PRIORITY 3Urgency of Action
LEVEL 2Purpose of Action

Deficiency Photo 1

Access ramp

Violations No violations recorded
InspectedRailings
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