
NYC Department of Education

Building Condition Assessment Survey 2008-2009

M102Architectural Inspection

Inspection Type Last EditedTime InInspectionId

P.S. 102 - MANHATTAN, 315 EAST 113 STREET, MANHATTAN, NY, 10029School:

 1209012 2008-11-19  08:40AM 2009-07-10  11:54AMARCHITECTURAL - SENIOR
 1213009 2008-11-19  07:27AM 2009-06-04  03:03PMARCHITECTURAL - JUNIOR

Asset Data
Question Answer
Was the Building Fully Accessible for Inspection? Yes
Principal(s) Information

Principal Name Sandra Gittens
Principal Organization P.S.102-Manhattan
Meeting with Principal? Yes
Principal Feedback The VCT flooring needs to be replaced. Some rooms are too hot. 

A/C is needed in classrooms that do not have any for summer 
school, especially the 3rd and 4th floors. The clocks are still not 
working correctly. Fire Alarm has a horrible piercing sound. 
There was a graffiti removal program done but one can still see 
the graffiti.

Custodian Herminio Negron
Fireman Gennaro Bonomo
Comments on the Area (Square Feet) 69000
Comments on the Stories (Floors) plus Basements 5 + B
Comments on the Year Built 1914
Comments on the Student Population 328
Comments on the Staff Population 75
Comments on the Number of Classrooms 30
Facade Photo

113th Street
Main Entrance Photo

113th Street
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Roof Photo

Roofs
Have any Systems/Major Building Components been upgraded? Systems: Windows and Exterior Doors

Years: 2001
Gym Addition - 1958Have there been any New Building Additions?

Tandem No Tandem

Leased Space? No

Priority Condition
Condition Description Person(s) NotifiedLocation DescriptionComponent Affected PhotoImage

Schoolyard StairConcrete Steps have 
delaminated from their 
Stone substrate, creating a 
hazard condition

Second Avenue 
Schoolyard Stair adjacent 
to first floor Kitchen

Custodian

Structural Engineer Required
Condition Description Location DescriptionComponent Affected PhotoImage
No condition recorded

Accessibility

Status
Building is not Functionally Programmatic Accessible

Physical Breakdown Structure Exists Complies Required Deficiency

FUNCTIONAL ACCESSIBILITY
Exterior Routes

NoExterior Entrances & Exits
DOOR WIDTH < 36"

NoNoExterior H/C Lifts

YesYesExterior Ramps and Railings
Interior Routes

NoNoInterior Corridor Doors And Hardware

NoInterior Corridors & Lobbies
CHANGE IN ELEVATION

NoInterior Elevators

YesNoInterior H/C Lifts

NoInterior Lobby Doors And Hardware
CLEAR OPENING < 32"

NoInterior Ramps
Room & Spaces
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