
NYC Department of Education

Building Condition Assessment Survey 2008-2009

M110Architectural Inspection

Inspection Type Last EditedTime InInspectionId

P.S. 110 - MANHATTAN, 285 DELANCY STREET, MANHATTAN, NY, 10002School:

 1271088 2009-03-04  08:29AM 2009-03-10  01:22PMARCHITECTURAL - SENIOR
 1281090 2009-03-04  12:23PM 2009-03-11  03:17PMARCHITECTURAL - JUNIOR

Asset Data
Question Answer
Was the Building Fully Accessible for Inspection? Yes
Principal(s) Information

Principal Name Karen Feuer
Principal Organization M110 - The Florence Nightingale School
Meeting with Principal? Yes
Principal Feedback The principal wishes to replace all 9x9 floor tiles

Custodian Emanuel Torres
Fireman John Zafferese
Comments on the Area (Square Feet) 52000
Comments on the Stories (Floors) plus Basements 5+B
Comments on the Year Built 1903
Comments on the Student Population 469
Comments on the Staff Population 78
Comments on the Number of Classrooms 32
Facade Photo

Facades along Cannon Street and partial at Delancey Street
Main Entrance Photo

Main entrance at Broome Street
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Roof Photo

Main roof looking North-East
Have any Systems/Major Building Components been upgraded? Systems: Roofing replacement including flashing, windows 

replacement including shades, masonry repairs and 
re-pointing, exterior doors replacement including 
former Ash Hoist Way doors with ladder, and new 
areaway gratings.

Years: 2002
Have there been any New Building Additions? No New Construction
Tandem No Tandem

Leased Space? No

Priority Condition
No condition recorded

Structural Engineer Required
Condition Description Location DescriptionComponent Affected PhotoImage
No condition recorded

Accessibility

Status
Building is not Functionally Programmatic Accessible

Physical Breakdown Structure Exists Complies Required Deficiency

FUNCTIONAL ACCESSIBILITY
Exterior Routes

NoExterior Entrances & Exits
DISTANCE BETWEEN OPEN DOORS < 4'
DOOR WIDTH < 36"
SADDLE HEIGHT > 1/2"

NoNoExterior H/C Lifts

YesYesExterior Ramps and Railings
Interior Routes

NoNoInterior Corridor Doors And Hardware

NoInterior Corridors & Lobbies
CHANGE IN ELEVATION

NoInterior Elevators

YesNoInterior H/C Lifts

YesInterior Lobby Doors And Hardware

NoInterior Ramps
Room & Spaces

NoArt Rooms

Auditorium
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Physical Breakdown Structure Exists Complies Required Deficiency

Yes NoAuditorium with no fixed seating on the 
2nd floor

NO STAGE ACCESS
NOT ON ACCESSIBLE ROUTE

Cafeteria

Yes NoCafeteria/Multi-purpose Room 
(gymnasium) on the 1st floor

NOT ON ACCESSIBLE ROUTE

Class Rooms

Yes NoNone on accessible route. Toilets exist 
on 2nd through 5th floor, inspected 
Rooms 401, 402, 308 and 207

NOT ON ACCESSIBLE ROUTE

Computer Rooms

Yes NoRoom 502

NOT ON ACCESSIBLE ROUTE

NoGymnasium

Library

Yes NoRoom 305

NOT ON ACCESSIBLE ROUTE

Multi-purpose Room

Yes NoSee Cafeteria

NOT ON ACCESSIBLE ROUTE

NoScience Lab

Toilet Rooms (boys)

Yes NoNone on accessible route

NOT ON ACCESSIBLE ROUTE

Toilet Rooms (girls)

Yes NoNone on accessible route

NOT ON ACCESSIBLE ROUTE

Toilet Rooms (staff)

Yes NoNone on accessible route

NOT ON ACCESSIBLE ROUTE

Building Template

Inspection
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Question Response

ARCHITECTURAL

ATHLETIC FIELDS Does not exist

EXTERIOR Inspected
InspectedAreaway
InspectedAreaway Drain

Condition 2- Between Good and Fair
No deficiencies recordedDeficiency
InspectedAreaway Gratings

Condition 2- Between Good and Fair
No deficiencies recordedDeficiency
InspectedAreaway Slab

Condition 2- Between Good and Fair
No deficiencies recordedDeficiency
Does not existAreaway Stair Railings
Does not existAreaway Stairs
InspectedAreaway Walls

Condition 2- Between Good and Fair
No deficiencies recordedDeficiency
Does not existAwnings And Canopies
InspectedChimney

Condition 2- Between Good and Fair

No deficiencies recordedDeficiency
InspectedCoping

Condition 2- Between Good and Fair

No deficiencies recordedDeficiency
InspectedCornice

Condition 2- Between Good and Fair

No deficiencies recordedDeficiency
InspectedDoors
InspectedDoors and Frames

Condition 2- Between Good and Fair
No deficiencies recordedDeficiency
InspectedLintels

Condition 2- Between Good and Fair
No deficiencies recordedDeficiency
Does not existTransom/side Light
Does not existExterior Soffits
InspectedExterior Walls
30,000Replacement Quantity

Replacement Uom S.F.

All facadesInstance
Instance Condition 2- Between Good and Fair

30,000Instance Quantity

Instance Quantity Uom SF

Deficiency No deficiencies recorded
Does not existLoading Dock
InspectedLouver

Condition 2- Between Good and Fair

No deficiencies recordedDeficiency
InspectedParapets
4,000Replacement Quantity

Replacement Uom C.F.

All parapetsInstance
Instance Condition 2- Between Good and Fair
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Question Response

EXTERIOR
Parapets

4,000Instance Quantity

Instance Quantity Uom CF

Deficiency No deficiencies recorded
InspectedRoofing
InspectedRoofing

Replacement Quantity 11,200
Replacement Uom S.F.

InspectedFlashing
2- Between Good and FairCondition
DAMAGED CAP FLASHINGDeficiency

Deficiency Location/Instance

15Deficiency Quantity
Quantity Uom L.F.
Potential Action REPLACE

PRIORITY 3Urgency of Action
LEVEL 2Purpose of Action

Deficiency Photo 1

South facade has a loose/damaged cap flashing

Deficiency Photo 2

West facade has a loose/damaged cap flashing

Violations No violations recorded
Does not existHatch
InspectedLadder
2- Between Good and FairCondition
No deficiencies recordedDeficiency
InspectedLeaders, Gutters, Downspouts
2- Between Good and FairCondition
No deficiencies recordedDeficiency
Does not existRoof Barrier
Does not existRoof Cage
Does not existRoof Fence
InspectedRoofing
All roofsInstance

Instance Condition 2- Between Good and Fair
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