
NYC Department of Education

Building Condition Assessment Survey 2010-2011

M110Architectural Inspection

Inspection Type Last EditedTime InInspectionId

P.S. 110 - MANHATTAN, 285 DELANCY STREET, MANHATTAN, NY, 10002School:

 1790064 2010-12-06  12:26PM 2010-12-15  02:28PMARCHITECTURAL - SENIOR
 1840064 2010-12-06  12:39PM 2010-12-14  10:33AMARCHITECTURAL - ASSOCIATE

Asset Data
Question Answer
Was the Building Fully Accessible for Inspection? Yes
Principal(s) Information

Principal Name Karen Feuer
Principal Organization P.S. 110 - Manhattan
Meeting with Principal? Yes
Principal Feedback The Principal's concerns are as follow:

1) Electrical upgrade is needed.
2) Interior fire alarm upgrade is needed.

Custodian Lawrence Romani
Fireman John Zaffarese
Building Square Footage  52,000
Comments on the Area (Square Feet) None
Comments on the Stories (Floors) plus Basements 4 + B
Comments on the Year Built 1902
Comments on the Student Population 438
Comments on the Staff Population 67
Comments on the Number of Classrooms 26
Weather Fair
Facade Photo

Corner of Delancey street and Cannon Street
Main Entrance Photo

Cannon Street

Page 1 of 41 Print Date: 6/26/2011Mobile Validity Version 2.0 (P)



NYC Department of Education

Building Condition Assessment Survey 2010-2011

M110Architectural Inspection
Roof Photo

Roof 1 looking South
Have any Systems/Major Building Components been upgraded? Systems: Windows and Shades replacement. Roof replacement 

including cap flashing and drains. Masonry repairs and 
Facade repointing. Parapet replacement. Exterior doors 
replacement. Ash hoist doors replacement. New 
Areaway Gratings. Beams fire proofing in Basement.

Years: 2002

Systems: Library upgrade.
Years: 2008

Have there been any New Building Additions? No New Construction
Tandem No Tandem

Leased Space? No

Priority Condition
Condition Description Person(s) NotifiedLocation DescriptionComponent Affected PhotoImage

Stair, Wall, Roof slab.Stair is separated 1/4" +/- 
from the wall at entire 
height of the building - 1st 
floor to 5th floor. The wall 
and roof slab on the 5th 
floor are cracked at the 
corner of the affected stair 
side. Ceiling cracks require 
immediate attention as 
debris could fall.

Stair 'A', East side of the 
building.

Karen Feuer, 
principal

Structural Engineer Required
Condition Description Location DescriptionComponent Affected PhotoImage

Stair, Wall, Roof slab.Stair is separated 1/4" +/- from the wall at 
entire height of the building - 1st floor to 
5th floor. The wall and roof  slab on the 5th 
floor are cracked at the corner of the 
affected stair side.

Stair 'A', East side of the building.
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