
NYC Department of Education

Building Condition Assessment Survey 2008-2009

Q875Architectural Inspection

Inspection Type Last EditedTime InInspectionId

P.S. 233 MINISCHOOL2 (OLD P752)-Q, 114-43 142ND STREET, QUEENS, NY, 11436School:

 1288120 2009-05-05  12:39PM 2009-05-12  01:59PMARCHITECTURAL - SENIOR
 1289161 2009-05-05  12:39PM 2009-07-13  03:36PMARCHITECTURAL - JUNIOR

Asset Data
Question Answer
Was the Building Fully Accessible for Inspection? Yes
Principal(s) Information

Principal Name Debbie Edmonds
Principal Organization P.S. 233 Minischool2 (Old P752)-Queens
Meeting with Principal? Yes
Principal Feedback Terry  Noble A. P. spoke on behalf.of the Principal as follows: 1. 

Double doors to multipurpose room need repair. 2. Window 
screens are missing and need to be installed. 3. Air Conditioning 
and heating cannot be regulated. 4. Toilet Rooms are in poor 
condition and need repair. 5. Interior walls at main corridor need 
to be patched and painted. 6. Folding partition in Cafeteria is in 
disrepair. Needs to be upgraded.

Custodian Was not present
Fireman Mike Misner
Comments on the Area (Square Feet) 17000
Comments on the Stories (Floors) plus Basements 1 (no basement)
Comments on the Year Built 1991
Comments on the Student Population 102
Comments on the Staff Population 80
Comments on the Number of Classrooms 9
Facade Photo

142nd Street
Main Entrance Photo

142nd Street
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Roof Photo

Roof at rear.
No System UpgradedHave any Systems/Major Building Components been upgraded?

Have there been any New Building Additions? No New Construction
Tandem No Tandem

Leased Space? No

Priority Condition
No condition recorded

Structural Engineer Required
Condition Description Location DescriptionComponent Affected PhotoImage
No condition recorded

Accessibility

Status
Fully Programmatic Accessible

Physical Breakdown Structure Exists Complies Required Deficiency

FUNCTIONAL ACCESSIBILITY
Exterior Routes

YesExterior Entrances & Exits

NoNoExterior H/C Lifts

NoNoExterior Ramps and Railings
Interior Routes

YesYesInterior Corridor Doors And Hardware

YesInterior Corridors & Lobbies

NoInterior Elevators

NoNoInterior H/C Lifts

YesInterior Lobby Doors And Hardware

NoInterior Ramps
Room & Spaces

Art Rooms

Yes YesRoom 118

NoAuditorium

Cafeteria

Yes Yes1st floor

Class Rooms

Yes Yes1st floor

NoComputer Rooms

NoGymnasium

Library
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Physical Breakdown Structure Exists Complies Required Deficiency

Yes YesRoom 114

Multi-purpose Room

Yes Yes1st floor

NoScience Lab

Toilet Rooms (boys)

Yes Yes1st floor

Toilet Rooms (girls)

Yes Yes1st floor

Toilet Rooms (staff)

Yes Yes1st floor

Building Template

Inspection
Question Response

ARCHITECTURAL

ATHLETIC FIELDS Does not exist

EXTERIOR Inspected
Does not existAreaway
Does not existAwnings And Canopies
Does not existChimney
Does not existCoping
Does not existCornice
InspectedDoors
InspectedDoors and Frames

Condition 3- Fair
METAL:DETERIORATED/MISSING HARDWAREDeficiency
Main EntranceDeficiency Location/Instance
3Deficiency Quantity

Quantity Uom EACH
Potential Action REPLACE HARDWARE

PRIORITY 4Urgency of Action
LEVEL 2Purpose of Action
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Question Response

EXTERIOR
Doors

Doors and Frames
Deficiency Photo 1

Main entrance

Deficiency Photo 2

Door adjacent to room 114

Violations No violations recorded
Does not existLintels
InspectedTransom/side Light

Condition 2- Between Good and Fair
No deficiencies recordedDeficiency
InspectedExterior Soffits

Condition 2- Between Good and Fair

No deficiencies recordedDeficiency
InspectedExterior Walls
10,000Replacement Quantity

Replacement Uom S.F.

All facadesInstance
Instance Condition 3- Fair

10,000Instance Quantity

Instance Quantity Uom SF

CAST IN PLACE / PRE-CAST CONCRETE:COATING LOSSDeficiency
Roof Plan Reference

Elevation

Elevation Reference All elevations
6,000Deficiency Quantity

Quantity Uom S.F.
Potential Action REPAINT

PRIORITY 3Urgency of Action
LEVEL 2Purpose of Action
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