
NYC Department of Education

Building Condition Assessment Survey 2010-2011

X125Architectural Inspection

Inspection Type Last EditedTime InInspectionId

I.S. 125 - BRONX, 1111 PUGSLEY AVENUE, BRONX, NY, 10472School:

 1940054 2010-11-23  08:38AM 2011-04-21  02:36PMARCHITECTURAL - SENIOR
 1880053 2010-11-23  09:28AM 2010-12-07  09:38AMARCHITECTURAL - ASSOCIATE

Asset Data
Question Answer
Was the Building Fully Accessible for Inspection? No

Construction fence limited access to certain areas around the 
building.

Comments on Inaccessible Inspection

Principal(s) Information
Principal Name Hilda Bairan
Principal Organization I.S.125 - Bronx , Henry Hudson
Meeting with Principal? No
Principal Feedback The principal's concerns are as follows:

1. Electrical power upgrade is required 
2. Air conditioning needed for auditorium and classrooms
3. More recreation space is needed

Principal Name Lydia Tyner
Principal Organization P.S.125
Meeting with Principal? No
Principal Feedback No Feedback from Principal

Custodian Vincent Gilmore
Fireman Joe Fusco
Building Square Footage  147,000
Comments on the Area (Square Feet) None
Comments on the Stories (Floors) plus Basements 3 + B + PH
Comments on the Year Built 1952
Comments on the Student Population 1005
Comments on the Staff Population 138
Comments on the Number of Classrooms 66
Weather Fair
Facade Photo

Watson Avenues
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Main Entrance Photo

1111 Pugsley Ave

Roof Photo

Taken from penthouse roof
Have any Systems/Major Building Components been upgraded? Systems: Partial masonry / foundation wall repairs

Years: 2009

Systems: Roofing
Years: 2000

Systems: Window replacement
Years: 2000

Systems: Parapets repairs
Years: 2000

Have there been any New Building Additions? No New Construction
Tandem No Tandem

Leased Space? No

Priority Condition
No condition recorded

Structural Engineer Required
Condition Description Location DescriptionComponent Affected PhotoImage

Load bearing columns and 
beams

Penthouse walls are porous. Water 
infiltration has severely damaged brick pier 
at corner and concrete beam at perimeter.

The condition is located in the 
roof penthouse, above the school 
main entrance.
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